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Health & Safety Notice  

FOR YOUR OWN SAFETY AND FOR THE PROTECTION OF OTHERS  

PLEASE OBSERVE THE FOLLOWING HEALTH AND SAFETY INSTRUCTIONS  

 

ω READ THESE INSTRUCTIONS AND KEEP THEM HANDY  

ω HEED ALL SAFETY WARNINGS  

ω DO NOT USE NEAR WATER  

ω CLEAN ONLY WITH A DRY CLOTH  

ω DO NOT INSTALL NEAR HEAT SOURCES  

ω DO NOT BLOCK VENTILATION OPENINGS  

ω PROTECT THE POWER CORD 

ω USE ONLY ACCESSORIES SPECIFIED BY THE MANUFACTURER  

ω UNPLUG WHEN UNUSED FOR LONG PERIODS OF TIME  

ω OPTIONAL CARDS SHOULD NOT BE INSERTED OR REMOVED WITH THE  

POWER ON 

ω REFER ALL SERVICING TO QUALIFIED PERSONNEL ONLY  

ω NO USER SERVICEABLE PARTS INSIDE  

 

 

 

FAILURE TO OBSERVE THESE PROCEDURES AND RECOMMENDATIONS  

WILL INVALIDATE THE MANUFACTURERôS WARRANTY 
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Avertissements de Santé & Sécurité  

POUR VOTRE SECURITE ET CELLE DES AUTRES MERCI DE RESPECTER LES 

INSTRUCTIONS DE SANTE ET SECURITE SUIVANTES  

 

ω LISEZ CES INSTRUCTIONS ET GARDEZ -LES À PORTÉE DE MAIN  

ω TENEZ COMPTE DE TOUS LES AVERTISSEMENTS DE SÉCURITÉ  

ω NE PAS UTILISER PRĈS DôUNE SOURCE DôEAU 

ω NETTOYER UNIQUEMENT AVEC UN CHIFFON SEC  

ω NE PAS INSTALLER PRĈS DôUNE SOURCE DE CHALEUR 

ω NE PAS BLOQUER LES BOUCHES DôA£RATION 

ω PROT£GER LE CORDON DôALIMENTATION 

ω NôUTILISER QUE LES ACCESSOIRES SP£CIFI£S PAR LE FABRICANT 

ω D£BRANCHER PENDANT DE LONGUES P£RIODES DôINACTIVIT£ 

ω NE PAS INS£RER OU RETIRER DôEVENTUELLES CARTES OPTIONNELLES ALORS QUE 

LôAPPAREIL EST SOUS TENSION 

ω CONFIER TOUTES LES OP ÉRATIONS DE MAINTENANCE À DU PERSONNEL QUALIFIÉ 

UNIQUEMENT  

ω AUCUNE PIĈCE INTERNE NôEST R£PARABLE PAR L'UTILISATEUR 

 

LE NON -RESPECT DE CES PROCÉDURES ET RECOMMANDATIONS INVALIDERA LA 

GARANTIE DU FABRICANT  
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Important Safety Instructions  

For your own safety and for the protection of others, please observe the following safety 

precautions:  

1) Read these instructions.  

2) Keep these instructions.  

3) Heed all warnings.  

4) Follow all instructions.  

5) WARNING: To reduce the risk of fire or electric shock, do not expose this apparatus to rain or 

moisture  

6) Clean only with dry cloth.  

7) Do not block any ventilation openings.  

8) Do not install near any heat sources such as radiators, heat registers, stoves, or other apparatus 

(including amp lifiers) that produce heat.  

9) Protect the power cord from being walked on or pinched particularly at plugs, convenience 

receptacles, and the point where they exit from the apparatus.  

10) Unplug this apparatus during lightning storms or when unused for l ong periods of time.  

11) Refer all servicing to qualified service personnel. Servicing is required when the apparatus has 

been damaged in any way, such as when liquid has been spilled or objects have fallen into the 

apparatus, the apparatus has been expos ed to rain or moisture, does not operate normally, or has 

been dropped  

 

WARNING:  

TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS 

APPARATUS TO RAIN OR MOISTURE.  

WARNING:  

THIS APPARATUS HAS CLASS I CONSTRUCTION AND SHALL BE CONNECTED TO THE 

EXTERNAL PSU MAINS SOCKET OUTLET WITH A PROTECTIVE EARTHING 

CONNECTION.  

WARNING:  

WHERE THE MAINS PLUG OR AN APPLIANCE COUPLER IS USED AS THE DISCONNECT 

DEVICE, THE DISCONNECT DEVICE SHALL REMAIN READILY OPERABLE.  

 

Head Office:  

AMS Neve  
AMS Technology Park  

Billington Road  
Burnley  

Lancashire  

England  
BB11 5UB  

Phone: +44 (0) 1282 457 011  
Fax: +44 (0) 1282 417 282  

Email: in fo@ams -neve.com  
Web: www.ams -neve.com  

© ® 2005 - 2022 AMS Neve Ltd own the copyright of all information and figures contained in this manual which are not to be copied or reproduced by any means 

or disclosed in part or whole to any third party without written permission. As part of our policy of continual product improvement, we reserve the right to alter 

specifications without notice but with due regard to all current legislation.  
Disclaimer: The information in this manual has been carefully checked and is believed to be accurate at the time of publication. However, no responsibility is taken 

by AMS-Neve for inaccuracies, errors or omissions nor any liability assumed for any loss or damage resulting either directly or indirectly from use of the information 

contained within.  
Trademarks: Neve®, 1073® and Marinair® are registered trademarks. AMS Neve Limited pursues a policy of continual improvement therefore all specifications 
are subject to change without notice. All trademarks are property of their respective owners E & O E ©2022 AMS Neve Ltd. 
. 

 

http://www.ams-neve.com/
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Instructions Importan tes sur la Sécurité:  

Pour votre s écurite et celle des autres merci de respecter les instructions de sant é et s écurit é 

suivant es :  

 

1) Lisez ces  instructions.  

2) Gardez ces instructions.  

3) Tenez compte de tous les avertissements .  

4) Suivez toutes  les instructions .  

5) ATTENTION : afin de  réduire les risques d'incendie ou de choc électrique, n'exposez pas cet 

appareil à la pluie ou à l'humidité  

6) Nettoye z uniquement avec un chiffon sec  

7) Ne pas bloquer les bouches dôa®ration  

8) Ne pas installer à  proximit® dôune source de chaleur telle quôun radiateur, une bouche dôair 

chaud, des plaques de cuisson (ou cuisini¯re), ou nôimporte quel autre appareil producteur de 

chaleur (y compris un amplificateur)   

9) Protégez le cordon dôalimentation afin dô®viter les pi®tinements et pincements, et plus 

particulièrement à proximité des prises de courant ou tout autre élément de branchement, ainsi 

quôau point de sortie de lôappareil)  

10) Débranchez cet appareil pendant les orages ou de l ongues p®riodes dôinactivit®. 

11) Confiez toutes les opérations de maintenance à un technicien qualifié. Un entretien est 

nécessaire lorsque l'appareil a été endommagé de quelque manière que ce soit, comme par exemple 

si le cordon d'alimentation ou la fich e sont endommagés, du liquide a été renversé ou des objets 

sont tomb®s dans l'appareil, si l'appareil a ®t® expos® ¨ la pluie ou ¨ l'humidit®, sôil ne fonctionne 

pas correctement ou a subi une chute de hauteur.  

 

ATTENTION:  

AFIN DE RÉDUIRE LES RISQUES D'INC ENDIE OU DE CHOC ÉLECTRIQUE, N'EXPOSEZ PAS 

CET APPAREIL À LA PLUIE OU À L'HUMIDITÉ.  

 

ATTENTION:  

CET APPAREIL CORRESPOND A UNE  CONSTRUCTION DE CLASSE I ET DOIT ÊTRE 

RACCORDÉ À UNE PRISE SECTEUR DOTÉE D'UNE PROTECTION PAR MISE À LA TERRE.  

 

ATTENTION:  

LORSQU'UNE PRISE SECTEUR OU UN PROLONGATEUR EST UTILISÉ COMME DISPOSITIF 

DE DÉBRANCHEMENT, CELUI -CI DOIT RESTER FACILEMENT ACCESSIBLE.  
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1073OPX Introduction                                                                                                                                                     1 

 

 

 

 

 

 

 

 

The 1073OPX is an eight-channel Microphone, Line, and Instrument preamplifier 

featuring Marinair® transformer-coupled microphone preamplifiers.  Housed in a 

н ǳƴƛǘ мфΩΩ ǊŀŎƪmount enclosure with an optional digital interface, the 1073OPX is the 

ideal preamp for any studio setup, allowing engineers, producers, and artists to 

expand their recording capabilities, and access the legendary Neve sound. 

The 1073OPX DI Input is a transformer-less Class-A design offering +30 to +60dB of 

gain and accessed through front-mounted XLR/TRS combi inputs for fast, high-quality 

instrument recording.  

This digitally controlled preamplifier has Total Recallϰ capability via the proprietary 

1073OPX remote control software. Every control and setting can be adjusted 

remotely via the Neve® Remote-Control software which can be installed onto any 

compatible MAC or PC computer. This software provides a simple and elegant 

remote-control system for users of digital audio workstations, production suites, or 

live sound reinforcement systems.  

Up to eight 1073OPX units can be connected and controlled remotely, giving up to 64 

Mic Preamplifiers, Line Level, or DI inputs, all managed from a single computer. The 

unit always powers up with all settings, levels and states as they were at power-down.  

Two optional Digital Cards provide AD/DA conversion for all eight preamps and digital 

monitor returns over three available formats ς Dante/USB/ADAT. The USB/DANTE 

card allows the 1073OPX to be used as a Dante enabled Audio-over-IP preamplifier 

with both Primary and Secondary network capability and the USB port enables the 

1073OPX to function as a primary standalone audio interface for any DAW enabled 

computer. The USB/ADAT card provides the same USB functionality with added ADAT 

connectivity, allowing the 1073OPX to operate as an expansion preamp for ADAT-

enabled audio interfaces.  

A unique feature of the 1073OPX is its analogue and digital monitor return path. This 

feature allows the device to be used as an analogue monitoring system feeding studio 

loudspeakers, cue mix systems as a primary audio interface with complete I/O for any 

MAC/PC DAW enabled computer.  
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Rack Mount Instructions                                                                                                                                                 1 

u 9ƭŜǾŀǘŜŘ hǇŜǊŀǘƛƴƎ !ƳōƛŜƴǘπ LŦ ƛƴǎǘŀƭƭŜŘ ƛƴ ŀ ŎƭƻǎŜŘ ƻǊ Ƴǳƭǘƛπǳƴƛǘ 
ǊŀŎƪ ŀǎǎŜƳōƭȅΣ ǘƘŜ ƻǇŜǊŀǘƛƴƎ ŀƳōƛŜƴǘ ǘŜƳǇŜǊŀǘǳǊŜ ƻŦ ǘƘŜ ǊŀŎƪ 
ŜƴǾƛǊƻƴƳŜƴǘ Ƴŀȅ ōŜ ƎǊŜŀǘŜǊ ǘƘŀƴ ǊƻƻƳ ŀƳōƛŜƴǘΦ ¢ƘŜǊŜŦƻǊŜΣ 
ŎƻƴǎƛŘŜǊŀǘƛƻƴ ǎƘƻǳƭŘ ōŜ ƎƛǾŜƴ ǘƻ ƛƴǎǘŀƭƭƛƴƎ ǘƘŜ ŜǉǳƛǇƳŜƴǘ ƛƴ ŀƴ 
ŜƴǾƛǊƻƴƳŜƴǘ ŎƻƳǇŀǘƛōƭŜ ǿƛǘƘ ǘƘŜ ƳŀȄƛƳǳƳ ŀƳōƛŜƴǘ ǘŜƳǇŜǊŀǘǳǊŜ 
όолϲ/ύ ǎǇŜŎƛŦƛŜŘ ōȅ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΦ 

 
u wŜŘǳŎŜŘ !ƛǊ Cƭƻǿ π Lƴǎǘŀƭƭŀǘƛƻƴ ƻŦ ǘƘŜ ŜǉǳƛǇƳŜƴǘ ƛƴ ŀ ǊŀŎƪ ǎƘƻǳƭŘ ōŜ 
ǎǳŎƘ ǘƘŀǘ ǘƘŜ ŀƳƻǳƴǘ ƻŦ ŀƛǊ Ŧƭƻǿ ǊŜǉǳƛǊŜŘ ŦƻǊ ǎŀŦŜ ƻǇŜǊŀǘƛƻƴ ƻŦ ǘƘŜ 
ŜǉǳƛǇƳŜƴǘ ƛǎ ƴƻǘ ŎƻƳǇǊƻƳƛǎŜŘΦ 

 
u aŜŎƘŀƴƛŎŀƭ [ƻŀŘƛƴƎ π aƻǳƴǘƛƴƎ ƻŦ ǘƘŜ ŜǉǳƛǇƳŜƴǘ ƛƴ ǘƘŜ ǊŀŎƪ ǎƘƻǳƭŘ 
ōŜ ǎǳŎƘ ǘƘŀǘ ŀ ƘŀȊŀǊŘƻǳǎ ŎƻƴŘƛǘƛƻƴ ƛǎ ƴƻǘ ŎǊŜŀǘŜŘ ōȅ ƛƳǇǊƻǇŜǊ ƻǊ 
ǳƴŜǾŜƴ ƳŜŎƘŀƴƛŎŀƭ ƭƻŀŘƛƴƎΦ 

 
u wŜƭƛŀōƭŜ 9ŀǊǘƘƛƴƎ π wŜƭƛŀōƭŜ ŜŀǊǘƘƛƴƎ ƻŦ ǊŀŎƪπƳƻǳƴǘŜŘ ŜǉǳƛǇƳŜƴǘ 
ǎƘƻǳƭŘ ōŜ ƳŀƛƴǘŀƛƴŜŘΦ tŀǊǘƛŎǳƭŀǊ ŀǘǘŜƴǘƛƻƴ ǎƘƻǳƭŘ ōŜ ƎƛǾŜƴ ǘƻ 
ǎǳǇǇƭȅ ŎƻƴƴŜŎǘƛƻƴǎ ƻǘƘŜǊ ǘƘŀƴ ŘƛǊŜŎǘ ŎƻƴƴŜŎǘƛƻƴǎ ǘƻ ǘƘŜ ōǊŀƴŎƘ 
ŎƛǊŎǳƛǘ όŜΦƎΦ ǳǎŜ ƻŦ ǇƻǿŜǊ ǎǘǊƛǇǎύΦ 

 

 

Installation en Baie (rack)                                                                                                                                               1 

u ¢ŜƳǇŞǊŀǘǳǊŜ Ŝƴ ǎŜǊǾƛŎŜ ŞƭŜǾŞŜ ς ǎƛ ƭΩƛƴǎǘŀƭƭŀǘƛƻƴ Ŝǎǘ ŜŦŦŜŎǘǳŞŜ Řŀƴǎ 
ǳƴ ŜƴŘǊƻƛǘ Ŏƭƻǎ Ŝǘκƻǳ ƳǳƭǘƛπǊŀŎƪΣ ƛƭ ǎŜ ǇŜǳǘ ǉǳŜ ƭŀ ǘŜƳǇŞǊŀǘǳǊŜ 
ƭƻŎŀƭƛǎŞŜ ǎƻƛǘ Ǉƭǳǎ ŞƭŜǾŞŜ ǉǳŜ ƭŀ ǘŜƳǇŞǊŀǘǳǊŜ ŀƳōƛŀƴǘŜΦ 5ŀƴǎ ŎŜ ŎŀǎΣ 
ƛƭ ŦŀǳŘǊŀ ŦŀƛǊŜ ŀǘǘŜƴǘƛƻƴ Ł ŎŜ ǉǳŜ ƭΩŜƴǾƛǊƻƴƴŜƳŜƴǘ ǎƻƛǘ ŎƻƳǇŀǘƛōƭŜ 
ŀǾŜŎ ƭŀ ǘŜƳǇŞǊŀǘǳǊŜ ŀƳōƛŀƴǘŜ ƳŀȄƛƳŀƭŜ όолϲύ ǎǇŞŎƛŦƛŞŜ ǇŀǊ ƭŜ 
ŦŀōǊƛŎŀƴǘΦ 

 
u !ŞǊŀǘƛƻƴ ǊŞŘǳƛǘŜ ςƭΩƛƴǎǘŀƭƭŀǘƛƻƴ ŘŜ ƭΩŀǇǇŀǊŜƛƭ Řŀƴǎ ǳƴŜ ōŀƛŜ ŘŜǾǊŀ şǘǊŜ 
ǊŞŀƭƛǎŞŜ ŀŦƛƴ ŘŜ ǇŜǊƳŜǘǘǊŜ ǳƴŜ ŎƛǊŎǳƭŀǘƛƻƴ ŘΩŀƛǊ ǎǳŦŦƛǎŀƴǘŜ ǇƻǳǊ ǉǳŜ ƭŜ 
ŦƻƴŎǘƛƻƴƴŜƳŜƴǘ ŘŜ ŎŜƭǳƛπŎƛ ƴŜ ǎƻƛǘ Ǉŀǎ ŎƻƳǇǊƻƳƛǎΦ 

 
u Lƴǎǘŀƭƭŀǘƛƻƴ ƳŞŎŀƴƛǉǳŜ ς ƭΩƛƴǎǘŀƭƭŀǘƛƻƴ ŘŜ ƭΩŀǇǇŀǊŜƛƭ Řŀƴǎ ǳƴ ǊŀŎƪ 
ŘŜǾǊŀ şǘǊŜ ǊŞŀƭƛǎŞŜ ŀŦƛƴ ŘϥŞǾƛǘŜǊ ǳƴŜ Ǉƻǎƛǘƛƻƴ ǉǳƛ ǎϥŀǾŝǊŜǊŀƛǘ 
ŘŀƴƎŜǊŜǳǎŜ Řŀƴǎ ƭŜ Ŏŀǎ ŘϥǳƴŜ ƛƴǎǘŀƭƭŀǘƛƻƴ ƛƴǎǘŀōƭŜΦ 

 
u aƛǎŜ Ł ƭŀ ǘŜǊǊŜ ŎƻƴǾŜƴŀōƭŜ ς ƭŀ ƳƛǎŜ Ł ƭŀ ǘŜǊǊŜ Řŀƴǎ ƭŜ Ŏŀǎ ŘΩǳƴŜ 
ƛƴǎǘŀƭƭŀǘƛƻƴ Ŝƴ ōŀƛŜκǊŀŎƪ Řƻƛǘ şǘǊŜ ƳŀƛƴǘŜƴǳŜΦ ¦ƴŜ ŀǘǘŜƴǘƛƻƴ 
ǇŀǊǘƛŎǳƭƛŝǊŜ ŘŜǾǊŀ şǘǊŜ ǇƻǊǘŞŜ ǇƻǳǊ ǘƻǳǘŜ ŎƻƴƴŜŎǘƛƻƴ ƛƴŘƛǊŜŎǘŜ όǇŀǊ 
ŜȄŜƳǇƭŜ ǳǘƛƭƛǎŀǘƛƻƴ ŘΩǳƴŜ ƳǳƭǘƛǇǊƛǎŜύ 
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Configuring the 1073OPX                                                                                                                                                             1 

To operate the 1073OPX, configure as follows: 

u 9ƴǎǳǊŜ ǘƘŜ ǳƴƛǘ ƛǎ ǎǿƛǘŎƘŜŘ ƻŦŦΦ 

u /ƻƴƴŜŎǘ ǘƘŜ t{¦ ǘƻ ǘƘŜ Ƴŀƛƴǎ ǎǳǇǇƭȅΦ  

u /ƻƴƴŜŎǘ ǘƘŜ ǎǳǇǇƭƛŜŘ ǇƻǿŜǊ ŀŘŀǇǘƻǊ όt{мнннмύ ǘƻ ǘƘŜ ǊŜŀǊ рπǇƛƴ 5Lb 
ƛƴǇǳǘΦ 

u Connect your mic/line or DI input source/s to the front of the unit. Separate 

mic/line inputs MIC I/Ps 1-8 and LINE I/Ps 1-8 are available on the rear of the 

unit on D-sub connectors. These inputs follow the DB-25 standard pin 

configuration. Monitor inputs MONITOR IN L and MONITOR IN R are available 

on the rear XLRs of the unit. On the front of the unit, Mic inputs use the XLR 

combo connectors; Line and DI inputs both use the 6.35mm jack on the combo 

connectors.  

u /ƻƴƴŜŎǘ ǘƘŜ ƭƛƴŜ ƻǳǘǇǳǘκǎ hκtǎ мπу ƛƴǘƻ ȅƻǳǊ ǎȅǎǘŜƳΦ ¢ƘŜ ƻǳǘǇǳǘǎ ŀǊŜ 
ŀǾŀƛƭŀōƭŜ ƻƴ ǘƘŜ ǊŜŀǊ 5πǎǳō ŎƻƴƴŜŎǘƻǊΦ ¢Ƙƛǎ ǳǎŜǎ ǘƘŜ 5.πнр ǎǘŀƴŘŀǊŘ Ǉƛƴ 
ŎƻƴŦƛƎǳǊŀǘƛƻƴΦ 

u /ƻƴƴŜŎǘ ƳƻƴƛǘƻǊ ƻǳǘǎ ƛŦ ǊŜǉǳƛǊŜŘ Ǿƛŀ ·[w ŎŀōƭŜǎ ŀǘ ǘƘŜ ǊŜŀǊ ƻŦ ǘƘŜ ǳƴƛǘ 
ƭŀōŜƭƭŜŘ ahbL¢hw h¦¢ [ ŀƴŘ ahbL¢hw h¦¢ w 

u /ƻƴƴŜŎǘ ƘŜŀŘǇƘƻƴŜǎ ǘƻ ǘƘŜ ŦǊƻƴǘ ѻΩΩ ƧŀŎƪ ŎƻƴƴŜŎǘƻǊ ŀǘ ǘƘŜ ŦǊƻƴǘ ƻŦ ǘƘŜ 
ǳƴƛǘΦ  

u {ǿƛǘŎƘ ƻƴ ǘƘŜ ǳƴƛǘΦ ƛǘ ǿƛƭƭ ŘŜŦŀǳƭǘ ǘƻ ǘƘŜ ƭŀǎǘπǳǎŜŘ ǎŜǘǘƛƴƎΦ {Ŝǘ ŦǊƻƴǘ ǇŀƴŜƭ 
ŎƻƴǘǊƻƭǎ ŀǎ ǊŜǉǳƛǊŜŘΦ 

u {ŜƭŜŎǘ ŦǊƻƴǘ ƻǊ ǊŜŀǊ ƛƴǇǳǘ ǎƻǳǊŎŜ ōȅ ǇǊŜǎǎƛƴƎ ǘƘŜ Cb¢ ōǳǘǘƻƴΦ  

u {ŜƭŜŎǘ LƴǇǳǘ aL/κ[Lb9κ5L ōȅ ǇǊŜǎǎƛƴƎ ǘƘŜ Lt ōǳǘǘƻƴΦ 

u {Ŝǘ ǘƘŜ ǇƘŀƴǘƻƳ ǇƻǿŜǊ ҌпуǾΣ улIȊ ƘƛƎƘ Ǉŀǎǎ ŦƛƭǘŜǊΣ πнрŘ. t!5 ŀƴŘ [ƻ½ 
ƛƳǇŜŘŀƴŎŜ ŀǎ ǊŜǉǳƛǊŜŘ ŦƻǊ ŜŀŎƘ ǇǊŜŀƳǇƭƛŦƛŜǊΦ  

u {Ŝǘ ǇƘŀǎŜ ōȅ ǇǊŜǎǎƛƴƎ ŀƴŘ ƘƻƭŘƛƴƎ ǘƘŜ Lt ōǳǘǘƻƴΣ ƛǘ ǿƛƭƭ ƛƭƭǳƳƛƴŀǘŜ ǊŜŘ ǘƻ 
ƛƴŘƛŎŀǘŜ мулÁ ǇƘŀǎŜ ŦƭƛǇΦ  

 
The DI circuit within the 1073OPX is a transformer-less class-A design. This uses an 

FET transistor to increase the impedance to 650Kohms, perfect for guitars, basses 

and keyboards. When connecting an instrument directly to the unit using the DI, 

set the level at +40db gain and adjust gain levels from this point. If the signal is 

distorted at 40dB then use the -25dB pad to reduce the incoming signal and then 

add preamplifier gain to get the desired tone and level.  
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Front Panel                                                                                                                                                                         1 

 

 

 

 

 

th²9wΥ {ǿƛǘŎƘŜǎ ǘƘŜ ǳƴƛǘ ƻƴ ƻǊ ƻŦŦΦ ¢ƘŜ ōǳǘǘƻƴ ǿƛƭƭ ƭƛƎƘǘ ǿƘŜƴ ǘƘŜ ǳƴƛǘ ƛǎ 
hb 

HP LEVEL: Controls the volume of the headphones and rear monitor outputs 

and attenuates from -35 to 0dB. Pressing the HP LEVEL control knob will cycle 

through the monitor sources indicated by the adjacent LEDs: 

Off/cut; No LED illuminated. 

Channel-1 only; mono by default unless the MONO button is deselected; 1/2 
LED RED 

Channel-2 only; mono by default unless the MONO button is deselected; 1/2 
LED GREEN 

Channels 1 (left) and 2 (right); stereo by default unless the MONO button is 
selected; 1/2 LED YELLOW

[this sequence repeats for channels 3/4 5/6 7/8] 

 

MON - Monitor input; stereo by default unless the MONO button is selected, 
routes the stereo Monitor input at the rear of the unit to the stereo monitor 
output and to the headphone output Post-HP level control.   

DMON ς The Digital Monitor input is only available when the optional digital 
monitor card has been inserted into the unit; once installed this option will 
become available on the front panel. DMON is stereo by default unless the 
MONO button is selected. DMON routes the digital stereo monitor signal from 
the connected DAW/Computer through the D/A converter and to the stereo 
monitor XLR outputs and headphone output post-HP level control.   

 
Monitor source select is reflected in both the headphone output and the 

monitor output at the rear of the unit. 

MONO: Toggles between mono or stereo monitoring. The button will light 

when mono is selected. 

 

GAIN: Adjusts the sensitivity (gain) of the selected input in 1dB increments. 

The sensitivity is indicated on the dual 7-segment display. 

+48V: Applies 48V phantom power to the microphone input (front or rear, 

whichever is selected). The button will light when phantom power is active. 

This button is only available when mic input source is selected. Selecting a 

different input source will automatically switch off phantom power. 
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-25: Provides 25dB of attenuation to the input (applies to mic/line/DI, 

whichever is selected). The button will light when the pad is applied. 

LoZ: The default microphone input impedance is 1.3kʍΦ tǊŜǎǎƛƴƎ ǘƘŜ LoZ 

button wilƭ ǊŜŎƻƴŦƛƎǳǊŜ ǘƘŜ ƛƴǇǳǘ ŦƻǊ оллʍ ƛƴǇǳǘ ƛƳǇŜŘŀƴŎŜΦ ¢ƘŜ ōǳǘǘƻƴ ǿƛƭƭ 

light when LoZ is selected. This button is only available when mic input source 

is selected. Selecting a different input source will automatically cancel LoZ. 

·[wκWŀŎƪ ŎƻƳōƻ ƛƴǇǳǘΥ ¦ǎŜ ǘƘŜ ·[w ƛƴǇǳǘ ŦƻǊ ƳƛŎǊƻǇƘƻƴŜ ǎƻǳǊŎŜǎ ŀƴŘ ǘƘŜ 
сΦорƳƳ ƧŀŎƪ ƛƴǇǳǘ ŦƻǊ ƭƛƴŜ ƻǊ 5L ǎƻǳǊŎŜǎΦ 

IP: Press this button quickly to cycle through mic, line, or DI input source. The 

selected source is indicated by the three adjacent LEDs. 

Ø: press and hold the IP button to flip the phase of the incoming preamplifier 

signal. The button will illuminate red to indicate 180° Phase flip. 

FNT: Switches the audio input from the rear D-sub connector/s to the front 

combo connector (applies to mic/line. When DI is selected FNT is activated 

automatically). The button will light when the front input is selected. 

ѷ80: Switches the 80Hz high-pass filter into the signal path (applies to 

mic/line/DI, whichever is selected). The button will light when the filter is 

selected. 

SIG: Lights green when a low-level signal is detected in the signal path; lights 

red when one point in the signal path is close to clipping; lights orange when 

the analogue-to-digital converter is close to clipping. 
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Rear Panel                                                                                                                                                                          1       

                                                                     

DC POWER: Connects the accompanying DC power supply to 

the unit.  

MONITOR OUT L&R: Stereo, balanced monitor XLR outputs. 

MONITOR IN L&R: Stereo, balanced monitor XLR inputs. 

O/PΩǎ м-8: Balanced line outputs (DB-25 standard). 

SOFT SWITCHES: out of use until future product updates. 

COMMS CTL: Ethernet Cat5e/Cat6 for remote control connection. 

LINE I/Ps 1-8: Balanced line inputs (DB-25 standard). 

MIC I/Ps 1-8: Balanced Microphone inputs (DB-25 standard). 

DIGITAL OPTION PANEL: Optional Digital module is fitted here. 
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AD/DA USB/Dante card (Optional)                                                                                                                               1 

 

 

    

The 1073OPX USB/DANTE card provides a digital interface for the 1073OPX 

and has 8 A/D preamplifier converters and 2 D/A monitor converters. By 

default, the post-gain amplified signal from the Mic/Line input is routed to 

the A/D inputs. If this digital board is not fitted, then the Sample Rate and 

Sync Source LEDs on the front of the unit will not light or function.  

Word Clock In: The BNC connector provides an input to the internal sample 

rate clock for synchronisation to external devices.  

Word Clock Out: The BNC connector provides an output from the internal 

sample rate clock for synchronising external devices to the 1073OPX internal 

clock. 

H/R: The digital headroom selector toggles the DMON stereo digital input 

and Preamplifier 1 to 8 digital outputs headroom from +18dBu, +24dBu or 

+26dBu.  

USB AUDIO: Provides USB B connection for MAC or PC enabling use of the 

1073OPX as a primary audio interface.  

DANTE PRI/ DANTE SEC: Primary and secondary Dante audio-over-iP 

connections to connect the 1073OPX as a Dante-enabled device.  
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AD/DA USB/ADAT card (Optional)                                                                                                                                1 

 

 

The 

1073OPX USB/ADAT card provides a digital interface for the 1073OPX and 

has 8 A/D preamplifier converters and 2 D/A monitor converters. By default, 

the post-gain amplified signal from the Mic/Line input is routed to the A/D 

inputs. If this digital board is not fitted, then the Sample Rate and Sync 

Source LEDs on the front of the unit will not light or function.  

Word Clock Out: The BNC connector provides an output from the internal 

sample rate clock allowing external devices to synchronise to the 1073OPX 

internal clock. 

H/R: The digital headroom selector toggles the DMON stereo digital input 

and Preamplifier 1 to 8 digital outputs headroom from +18dBu, +24dBu or 

+26dBu.  

USB AUDIO: Provides USB B connection for MAC or PC enabling use of the 

1073OPX as a primary audio interface.  

ADAT IN: TOSLINK connector for inputting optical digital audio into the 

1073OPX DMON signal path. 

ADAT OUT 1&2: TOSLINK connectors for outputting optical digital audio 

from 1073OPX channels 1-8. 
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Monitoring                                                                                                                                                                            1 

 

The 1073OPX rear panel has two female XLR connectors labelled MONITOR 

IN L and MONITOR IN R. These can be used to feed a monitor path from 

your audio interface into the 1073OPX unit. The Signal is fed into the units 

MON audio path and can be attenuated by -35dB via the HP LEVEL control. 

This signal is then fed to both the headphone output on the front of the unit 

and to the MONITOR OUT L and MONITOR OUT R outputs on the rear of 

the unit. This signal path can be used to feed a monitor Loudspeaker set in 

the control room or a performer cue mix system in the live room.   
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Latency Free Monitoring                                                                                                                                                                                         1 

The 1073OPX monitor path can be fed from a combination of preamplifier 

output and monitor input signal sources. This enables latency free 

monitoring of preamp signals, allowing operators to record overdubs by 

listening to the input source directly pre-DAW. Users can blend the mic, line 

or DI preamplifier signals directly with the monitor or digital monitor signal 

for quick latency-free monitoring.  

When the unit is powered down, the monitor input selection is 

remembered for the next time the unit is powered up.  

 

The Diagram to the left shows the connections of each individual 

preamplifier output into the monitor path. The outputs are connected as 

stereo pairs with 1, 3, 5, 7 connected to the LEFT MON/DMON path and 2, 

4, 6, 8 connected to the RIGHT MON/DMON path. This configuration allows 

for accurate latency-free stereo imaging at the signal source. If a mono 

signal is required when monitoring either a single preamplifier output or 

combination of signals, simply press the MONO button.  

Activating MONO will convert all monitor path signals into mono, including 

MON and DMON 

 

Pressing and holding the HP LEVEL control (for more than 1 second) and 

then pressing any channel gain encoder will add the selected preamplifier 

channel into the units monitor MON or DMON signal path. Multiple 

preamplifier inputs can be selected at any time to form stereo pairs or mono 

signals monitored in the left or right monitor path. The signals being fed into 

the HP Monitor path are indicated by LEDs on the HP LEVEL control section. 

MONO can be activated at any time. 

To add preamplifier signals into the monitor path- 

u Press and hold the HP Level control (for more than 1 second) 

u Then press GAIN POT of the preamplifier channel you wish to monitor. 

u Add additional signals by repeating the process.  

u Multiple monitor indicator LEDs will display which signals are being fed 

to the monitor path.    

When mono is selected manually, the incoming MON (Monitor) or DMON 

(Digital Monitor) signal will also become mono. 
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Example 1                                                                                                                    1 

MON is selected and channel 1 gain encoder has been pressed. This 

activates channel 1 preamplifier output into the left monitor path. However, 

since the MONO button has also been pressed, both preamplifier output 1 

and the monitor (MON) signal is sent as MONO to the headphone left and 

right and monitor (MONITOR OUT L & MONITOR OUT R) outputs. 

 

 

 

Example 2                                                                                                                    1  

MON is selected and preamplifier gain 1 and 2 encoders have been pressed. 

Since these signals can now form a stereo pair of preamplifier inputs, they 

have been added into the monitor path as  

Channel 1 - Left 

Channel 2 - Right  

Both signals can now be monitored in the headphone and monitor outputs 

in stereo.  

 

 

Example 3                                                                                                                    1 

DMON is selected (fed from digital USB or DANTE) and preamplifier channel 

1&2, 3, 7&8 are selected. In this example two stereo pairs of preamplifier 

inputs (1 & 2 and 7 & 8) and one mono preamplifier 3 have been added into 

the monitor path. Since we now have two stereo pairs and one mono 

source, channel 3 signal will monitor through the LEFT HP LEVEL output and 

MONITOR OUT L only. MONO can be selected at any time, but all stereo 

signals will be converted to MONO through the 1073 OPX Headphone and 

Monitor outputs.  
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Summing                                                                                                                                                                                   1 

The Monitor output XLR connectors at the rear of the unit follow the front 

HP LEVEL monitor signal selection. This function gives users the ability to use 

the unit as a 4x stereo input analogue summing mixer. Users can pass audio 

signals through the 1073 line-level preamplifiers, combining them into the 

monitor path through the Left and Right Monitor output XLRs on the rear of 

the unit. This stereo signal can then be fed into the DAW and recorded back 

as a summed stereo track.  

Due to the hard wiring of the unit, odd numbers are fed to the Left monitor 

output and Even numbers are fed to the Right monitor output.  

Preamplifier Outputs 1, 3, 5, 7 > MONITOR OUT L 

Preamplifier Outputs 2, 4, 6, 8 > MONITOR OUT R 

Any combination of up to 4 stereo pairs of input signals can be summed 

together by using this technique.  

Individual mono signals will appear in either the left or the right only. 

MONO can be activated by the user which will sum both left and right 

output signals together to be sent equally to both Left and Right XLR 

outputs.  
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1073OPX Remote Control Software Setup                                                                                                                  1 

The 1073OPX proprietary Remote-control software application can be run 

on Mac or PC and allows users to access and operate the 1073OPX control 

features remotely. The ǳƴƛǘΩǎ front panel controls including gain level, Input 

selection, phantom power, etc can be controlled remotely from any 

connected computer. 

 

Installation                                                                                                                   1 

 

Download the 1073OPX Remote Software installer from www.neve.coom 

and follow the on-screen instructions.  

u Choose ΨFull InstallationΩ 

u Click ΨCreate a desktop shortcutΩ if required 

u Tick Ψlaunch Neve 1073OPXΩ 

u /ƭƛŎƪ ΨCƛƴƛǎƘΩ  

 

 

Connecting Comms                                                                                                    1  

 

The 1073OPX can be connected directly to the control computer or through 

a network switch.  

When making a direct ethernet connection from the computer to the 

1073OPX, a Manual IP address must be assigned. See page 20. 

To connect the 1073OPX directly to the computer, a connection via ethernet 

CAT5e/CAT6 cable must be made from the computer ethernet port to the 

COMMS CTL port on the rear of the unit.  

 

OPX remote control communication is only achieved by using the COMMS 

CTL port, DANTE PRI/DANTE SEC ethernet connections do not carry 

communication data.  

 

Multiple units can be connected to the computer by connecting through a 

network switch. DHCP protocol will assign each unit its own unique IP 

address which will be recognised by the control computer and seen by the 

remote software.  

The Comms connector light on the unit front panel indicates two-way 

communication between the software plugin and the 1073OPX unit.  

Up to 8 1073OPX racks can be connected to the remote computer. When 

using multiple OPX units, each rack must be selected by clicking the rack 

name at the top of the screen, the plugin interface window will update to 

display and control the settings of the chosen hardware unit.  

 

http://www.neve.coom/
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IP address setup                                                                                                                                                                1  

 
To access IP Config mode                                                                                         1  

u Press and hold preamplifier Gain Controller 1 

u Press preamplifier Gain Controller 8 at the same time   

  

 

 

 

 

 

 
          Press and hold together 

 

 

 
Preamplifier gain indicators 1 & 2 will now display DHCP, indicating an 

automatic IP address assignment. This mode is used when connecting 

through a Network switch.  

 

 
To view the manual address menu and set a manual IP Address, press the 

Preamplifier Channel 1 +48v button. 

 

Once pressed, the preamplifier channels will change to display the unitΩs 

manually assigned IP address across the front panel gain indicators.   

 

 

Follow the steps on page 17 and 18 to configure the computer and 

1073OPX manual IP addresses.  
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Manual IP address setup - Windows PC                                                                1   

u Open control panel>Network&Internet>Network and Sharing Centre 

u Click Change Adapter Settings 

 

 

 

 

 

 

 

u Highlight the Ethernet connection and click Properties 

 

 

 

 

 

 

 

 

 

 

 

u Click Internet Protocol version 4 (TCP/IPv4) 

u Click Properties  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

u Click use the following IP address 

u Enter a manual IP address - 10.10.251.254 

u Enter Subnet Mask 255.0.0.0 

u Alternative address - 192.168.99.254 

u Alternative Subnet Mask 255.255.255.0 
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Manual IP address setup MAC                                                                                1   

u Open System Preferences  

u Click Network  

 

 

 

 

 

 

u Select the ethernet connection on the left  

u Click the Configure IPv4 dropdown box 

u Select Manually  

u Enter a manual IP address - 10.10.251.254  

u Enter subnet mask - 255.0.0.0 

u Alternative address ς 192.168.99.254  

u Alternative subnet mask ς 255.255.255.0 

 

 

Once a manual IP address has been selected on the remote-control 

computer, the 1073OPX manual address must be assigned within the 

same IP range. 

 

 

1073OPX manual IP address setup                                                                         1 

u Choose an IP address between 10.10.251.1 and 10.10.251.253 

u If using the alternative IP Address range ς select an IP address 

between 192.168.99.1 and 192.168.99.253 

u Twist the gain knobs to adjust the figures, the gain knobs work in 

pairs to assign each 3-digit number section of the IP address.  

u Gain knobs 1&2 assign the first 3 digits       192.168.99.131 

u Gain knobs 3&4 assign the second 3 digits 192.168.99.131 

u Gain knobs 5&6 assign the third 3 digits     192.168.99.131 

u Gain knobs 7&8 assign the fourth 3 digits  192.168.99.131 

u Once assigned press the flashing MONO button 

u The units manual IP address is now set. 

For reliable communications, the IP Addresses of remote computer and 

1073OPX must be set on the same subnet. Once the IP address is set, allow 

7 seconds for the unit to update settings.  
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Setup Menu                                                                                                                                                                        1 

 

Once the units IP address has been assigned, the remote software will scan 

for connected devices and automatically connect. If a unit is not found, or if 

several 1073OPX units are connected, click the SETUP button in the plugin 

software window and follow the steps on the following pages.  

Information                                                                                                                 1 

Shows key information such as software version, operating system, software 

design key and 64-bit operation information.  

 

 

 

Network control                                                                                                         1 

The dropdown menu will show any available connected 1073OPX devices. 

By default, each device is named 1073OPX. 

 

 

 

 

 
Renaming a device                                                                                                     1  

u Choose a device in the dropdown menu  

 

 

 

u Click Identify  

u The MONO button will flash on the selected 1073OPX device.  

u Click Rename  

u Rename the device (Max 21 characters) 
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The device name will appear at the top of the main plugin window. Names 

are locked to the units fixed MAC Address & stored in the ŘŜǾƛŎŜΩǎ internal 

memory, each time a device is connected or disconnected, the name 

remains with the device.  

 

 

 

Rescan for Racks                                                                                                         1 

 

If no units are found, 

u check the IP address is set correctly by following steps on page 14.  

u Then click Rescan for Racks  

 

 

 

Discovering will appear during the scan process. 

 

 

 

  
Once a unit is found the device information will be displayed 

Device type: will show as 1073OPX 

Name: 1073OPX by default, unless renamed by user. 

IP Address: will show the units current manual or auto-assigned IP address 

MAC Address: Fixed address used to identify each unit. 

Firmware version: displays the units current firmware version, firmware 

updates can be found at www.AMS-Neve.com >1073OPXproductpage 

>supporting documentation 

Racks Found: Displays the number of racks visible on the network. 

 

 
Select racks to control                                                                                               1  

Once available racks are found and ready to connect, the plugin can be 

assigned to control up to 8 1073OPX racks.  

As a safety feature, the software will not automatically connect, the user 

must tick the racks they wish to control.  

Settings Reset                                                                                                             1   

To reset the front panel controls of the selected rack press Default Rack 

Controls. All settings for the 8 preamplifier channels are reset to their 

default state. Monitor control and digital section are exempt from the reset.  

Use caution when multiple racks are connected, Default rack controls will 

only reset one device at a time. Ensure that the correct rack is selected by 

using the IDENTIFY button. 
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1073OPX Remote-Control Software Operation                                                                                                          1 

Comms                                                                                                                          1  

When communication is synchronised between the 1073OPX and the GUI, 

the COMMS light will illuminate red. Two-way control between the plugin 

and the unit front panel controls is now possible. Changes made on the 

front panel of the unit will be reflected in the plugin. Similarly, changes 

made on the plugin will be reflected on the unit front panel controls.  

Lock                                                                                                                               1 

To lock out the unit controls press the LOCK button on the plugin screen, 

The LOCK LED will illuminate Yellow to indicate lock status. When locked, 

the 1073OPX front panel preamplifier controls cannot be accessed locally. 

Only the HP level control, monitor source, MONO and digital controls can be 

adjusted from the front panel of the unit when in lock mode. To override 

lock, press and hold the HP LEVEL pot. When held, the ǳƴƛǘΩǎ settings can be 

changed from the unit front panel, when released, the unit returns to locked 

state.  

Controlling multiple 1073OPX units                                                                       1 

The top bar of the plugin window displays the available connected 1073OPX 

racks. Up to 8 racks can be connected and controlled at the same time.  

Select units to control by clicking the unit name at the top of the plugin 

window. The selected unit will name will be highlighted Blue.  

Only one unit can be controlled at a time, the GUI will update to show the 

front plate settings of each hardware unit when selected.  
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 Save/Load settings                                                                                                     1            

1073OPX settings can be saved and loaded from the remote ŎƻƳǇǳǘŜǊΩǎ 

memory. Each save file is unique to each 1073OPX device.  

The loaded Active store will be displayed at the top of the software window 

when the selected rack is focused in the software. 

 

 

 

Software operation                                                                                                    1 

The 1073OPX software controls can be adjusted by using your computer 

mouse to change the hardware unit control values.  

The 1073OPX buttons can be pressed by clicking on them with your mouse 

pointer. The software button will change colour to indicate on/off status 

and the physical button on the unit will illuminate when active.  

 

 

 

Linear Gain Adjustment                                                                                            1  

To adjust preamp gain from the software, pressing the selected gain pot on 

the screen and moving the mouse up or down in a linear motion will 

increase or decrease the channel gain. This is the default mode of operation 

for the 1073OPX software.  

Fine gain Adjustment                                                                                                1  

The 1073OPX software features a shortcut that allows users to remotely 

adjust gain settings accurately in 1dB steps. This mode is activated by 

pressing and holding the CTRL (CONTROL) key while making adjustments 

with the mouse pointer.  

 

Circular Gain Adjustment                                                                                         1 

This mode of operation allows for coarse gain adjustment by moving the 

mouse pointer around the gain pot in a circular motion. This mode is 

activated by pressing and holding the SHIFT key while making adjustments 

with the mouse pointer.  

CAUTION: when using Circular Gain Adjustment, maximum gain can be 

applied to a channel in a single click. Please take care when using this 

mode to prevent microphone damage.  
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OPX Channel Labelling (OPX App Version 3.1+)                                                                                                         1 

OPX app version 3.1 includes a new channel labelling feature that 

allows for OPX channel renaming and note-taking.  

This feature is ideal for keeping track of complex recording sessions or 

using the 1073OPX as a live sound preamplifier.  

The scribble strip boxes will appear underneath the previous 1073OPX 

GUI.  

The top box is used to label the channel name. The default channel 

name (Channel 1-8) is displayed if channels have not yet been named. 

The lower box is used to enter notes/comments related to the 

channel. If no notes have yet been entered, the default label 

Notes/Comments is displayed.  

The Channel name box has up to 64 characters, depending on the 

characters used, and the font size will decrease to fit larger channel 

names. If the character amount is exceeded, the label will be 

abbreviated with the last characters displayed as Χ  

The Notes/Comments box has up to 127 characters, depending on the 

characters used. The font size will decrease to fit larger 

notes/comments. If the character amount is exceeded, the label will 

be abbreviated with the last characters displayed as Χ 

The Notes/Comments box is ideal for taking notes on microphones 

used, microphone position, and instrumentation.  

 

Only alpha-numeric characters are allowed. Entering invalid 

characters such as / #% will cause a pop out warning to appear.  

 

The channel label information is embedded into the OPX recall store 

within the computer filing system and is stored only when the OPX 

setting are saved. If settings are not saved, labels will remain in view 

while the app is open. If an old OPX settings file is opened, channel 

labels will remain on screen, allowing old files to be labelled and then 

saved again with new channel label information included.   
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USB Audio Interface Mode                                                                                                                                             1 

The following information applies to both USB/Dante and USB/ADAT digital 

cards. However, for further information on USB/ADAT functionality, please 

see page 31.   

This mode enables the 1073OPX to function as an audio interface for your 

MAC or PC.   

In USB audio mode, only one 1073OPX rack unit can be used as a primary 

audio interface. 

Once a valid USB connection is made, the USB LED will illuminate Blue. If 
both a Dante and USB connection are made at the same time, the USB 
button must be pressed to select the connected USB as the digital interface 
I/O. The USB button will light Blue when USB digital I/O is selected. 

On MAC the 1073OPX will show as a core audio device. 

On PC the 1073OPX will show as an ASIO audio device 

For MAC, once connected via USB the unit will appear as a core audio device 

and is ready for use.  

For PC, to use the 1073OPX unit as a primary audio interface, the 1073OPX 

USB audio driver must be installed.  

In USB Audio Interface mode, the 1073OPX operates as an AD/DA audio 

interface for your DAW computer.  

The USB interface connection provides 8 mono digital inputs into your DAW 

computer from the 1073OPX preamplifiers. The USB option also has a stereo 

ŘƛƎƛǘŀƭ ƳƻƴƛǘƻǊ ǊŜǘǳǊƴ ƻǳǘǇǳǘ ŦǊƻƳ ȅƻǳǊ 5!² ƛƴǘƻ ǘƘŜ ǳƴƛǘΩǎ DMON digital 

monitor path. This can be used to feed your studio loudspeakers or 

headphones.  

Once and audio application is open on the connected computer, the blue 

USB LED will switch on and remain on until the unit is powered off.  

USB must be selected and illuminated on the front panel of the unit or from 

the front panel in the 1073OPX plugin.  
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PC Audio Device Driver                                                                                             1  

Download the AMS Neve USB Audio Device Driver from www.AMS-

Neve.com >1073OPXproductpage >supporting documentation for your PC, 

run the application and follow the on-screen instructions.  

Before installing, please ensure that the USB cable is disconnected from 

the unit 

u CƭƛŎƪ ΨbŜȄǘ  

u the driver will write to default location or a custom destination for 

the driver can be entered if required,  

u click Install  

u /ƭƛŎƪ ΨCƛƴƛǎƘΩ  
 

Once installed, the 1073OPX ǿƛƭƭ ŀǇǇŜŀǊ ƛƴ ȅƻǳǊ t/Ωǎ ŀǾŀƛƭŀōƭŜ ŀǳŘƛƻ ŘŜǾƛŎŜǎ 

and the AMS NEVE USB audio device control panel application can now be 

accessed. This application allows users to view the selected sample rate, Bit 

Depth, buffer size, I/O and release and serial number information.  

The 1073OPX can also be operated as a standalone audio interface, 

independent of the DAW. This can be configured from your mac or PC audio 

settings screen in the same way as any compatible connected audio device.  

PC ς following driver installation the AMS Neve USB Audio device control 

panel will function once the driver is installed, and the hardware connected.  

The device will appear in ǘƘŜ t/Ωǎ Control Panel>Hardware and 

Sound>Manage Audio Device and can be selected as the computers default 

recording and playback device.  

 

The 1073OPX will now function as an ASIO/core audio device and is 

compatible with sample rates up to 192kHz and bit depths of 16/24Bit. 

The sample frequency in USB Interface mode is controlled entirely through 

the DAW sample rate selection. The units sample rate display will reflect the 

sample rate selected within the DAW. However, the preferred buffer size 

can be adjusted through the device control panel or via the DAW playback 

engine settings page.  
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MAC Core audio device                                                                                             1 

The Neve 1073OPX will appear as a core audio device as soon as the 

hardware is connected to the Mac. Adjustments can be made through the 

Audio Devices menu.   

 

As a general rule, any flashing LED on the digital panel indicates that the unit is not locked to the selected sample 

rate or source. If this happens, please check that the units digital source selection is correct. This will be either 

USB, Wordclock or Dante. Solid LEDs indicate the unit is locked to the selected source at the chosen rate. 
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USB/ADAT Hub Mode                                                                                                                                                      1 

The USB/ADAT digital card has two possible modes of operation. Each mode 
is explained in detail over the next two pages.  

USB/ADAT Hub mode enables the 1073OPX to act as a 16/10 I/O USB audio 
interface for your Mac or PC, expandible via ADAT in and out connections. 

See page 28 for USB connection & configuration information 

In USB/ADAT Hub mode, the USB audio interface will report an additional 8 
digital inputs, and 8 digital outputs from the audio driver (Core Audio for 
Mac, AMS Neve USB Audio Device Control Panel for PC).  

Connect your OPX to your computer via USB. The USB LED will illuminate 
once the computer selects the OPX as its audio device.  

Press USB to select USB/ADAT Hub mode.  

ADAT Outputs                                                                                                             1 

In USB/ADAT Hub mode, a single ADAT output is used to transmit up to eight 
additional outputs digitally from your DAW via the ADAT output 1 (RH 
Output) port.    

At lower sample rates (44.1kHz, 48kHz) the optical output can transmit eight 
channels of digital audio. ADAT OUT 1 (RH output) transmits channels 1-8. 

At higher sample rates (88.2kHz, 96kHz) only the first four channels of digital 
audio are available. ADAT OUT 1 (RH output) transmits channels 1-4. 

At the highest sample rates (176.4kHz, 192kHz) only the first two channels 
of digital audio are available. ADAT OUT 1 (RH output) transmits channels 1-
2. 

Output 2 (LH output) is not used in USB/ADAT Hub mode. 

ADAT Input                                                                                                                  1  

In USB/ADAT Hub mode, the ADAT IN port is used to feed signals from 
external devices through the 1073OPX USB and into the DAW.  

At lower sample rates (44.1kHz, 48kHz) the optical output can transmit eight 
channels of digital audio. ADAT IN 1 (RH output) transmits channels 1-8. 

At higher sample rates (88.2kHz, 96kHz) only the first four channels of digital 
audio are available. ADAT IN 1 (RH output) transmits channels 1-4. 

At the highest sample rates (176.4kHz, 192kHz) only the first two channels 
of digital audio are available. ADAT IN 1 (RH output) transmits channels 1-2. 

 

 

 

 

 

 

Sample Rate ADAT OUT 1 (RH) ADAT OUT 2 
(LH) 

ADAT IN  

44.1/48 kHz  DAW Outputs 3-10 Not Used  DAW Inputs 9-16 

88.2/96 kHz  DAW Outputs 3-6  Not Used   DAW Inputs 9-12 

176.4/192 kHz DAW Outputs 3-4 Not Used  DAW Inputs 9-10 
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Sample Rate/  ADAT Channel Count Configuration                                             1 

When using the USB/ADAT digital card in USB/ADAT Hub mode, adjustments 
must be made from within the audio driver in order to correctly map the 
unitΩs digital ADAT I/O to the available channel count at the requested 
sample rate. If this step is not performed, the DAW may present an error 
message when changing sample rates.  

 

 

 

 

PC                                                                                                                                   1 

To configure the ADAT channel count for your selected sample rate - 

u Navigate to the Windows Start Menu>AMS Neve>AMS Neve USB 
Audio Device Control Panel  

u Open the AMS Neve USB Audio Device Control Panel application  
u Open the Format tab  

 

 

 

 

 

 

 

 
To configure for 44.1 or 48kHz sample rates, select ς 

u Input ς 16 channel(s) 
u Output ς 10 channel(s) 
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To configure for 88.2 or 96kHz sample rates, select ς 

u Input ς 12 channel(s) 
u Output ς 6 channel(s) 

 

 

 

 

 

 

 

 

To configure for 176.4 or 192kHz sample rates, select ς 

u Input ς 10 channel(s) 
u Output ς 4 channel(s) 
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Mac                                                                                                                               1 

To configure the ADAT channel count for your selected sample rate - 

u Navigate to the Applications>Utilities>Audio MIDI Setup  
u Select Neve 1073OPX Octal Mic Preamp from the Audio Devices 

Window  
u Select Input & Output tabs to configure the ADAT I/O channel count  

 

 

 

 

 

 

 

 

 

To configure for 44.1 or 48 kHz sample rates, select ς 

u Input ς    16 ch 24-bit Integer 44.1 kHz/16 ch 24-bit Integer 48 kHz 
u Output ς 10 ch 24-bit Integer 44.1 kHz/16 ch 24-bit Integer 48 kHz 

 

 

 

 

 

 

To configure for 88.2 or 96 kHz sample rates, select ς 

u Input ς  12 ch 24-bit Integer 88.2 kHz/12 ch 24-bit Integer 96 kHz 
u Output ς 6 ch 24-bit Integer 88.2 kHz/ 6 ch 24-bit Integer 96 kHz  
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To configure for 176.4 or 192 kHz sample rate, select ς 

u Input ς  10 ch 24-bit Integer 176.4 kHz/10 ch 24-bit Integer 192 kHz 
u Output ς 4 ch 24-bit Integer 176.4 kHz/10 ch 24-bit Integer 192 kHz 
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ADAT Audio Expander Mode                                                                                                                                          1 

ADAT Audio Expander mode allows the 1073OPX to function as an I/O 
expansion device for your current audio interface (provided that it uses 
feature ADAT inputs & outputs)  

The USB/ADAT digital card features two optical output ports and one optical 
input port. These three optical connections are used to connect the 
1073OPX via TOSLINK cables to your Audio Interface, expanding its 
recording capabilities by adding eight channels of 1073 inputs and two 
additional monitor outputs.  

ADAT Outputs                                                                                                  1 

In ADAT Audio Expander mode, the ADAT outputs are used to transmit the 
digital output signals from the OPX preamps via the two ADAT OUT ports.  

 At lower sample rates (44.1kHz, 48kHz) the optical outputs can transmit 
eight channels of digital audio down through a single optical cable. At these 
sample rates, both outputs transmit the same eight channels of digital 
audio.  

At higher sample rates (88.2kHz, 96kHz) each port can transmit four 
channels of digital audio. ADAT OUT 1 (RH output) transmits channels 1-4 
and Output 2 (LH output) transmits channels 5-8. 

ADAT Input                                                                                                       1  

In ADAT Audio Expander mode, the ADAT IN port is used to feed signals from 
the DAW, through your audio interface, and into the 1073OPX DMON stereo 
monitor channel. Since there are only two available digital inputs to the 
1073OPX, this port can operate at all available sample rates.  

 

Sample Rate Selection                                                                                   1 

To select the 1073OPX sample rate, press the DANTE/ADAT button. Sample 
rate will toggle through 44, 48, 88, and 96. The sample rate set on the 
1073OPX must match the sample rate set on your audio interface.  

Digital Synchronization                                                                                 1 

The 1073OPX ADAT can operate as Master clock or can slave to an external 
clock via the ADAT input. The ADAT SYNC switch is located on the rear of 
the unit.  

Master Mode (Switch IN)                                           
In master mode the 1073OPX is the master clock for your audio Interface. In 
this mode, your audio interface must select ADAT as its clock source and the 
1073OPX master switch must be in the IN position. 

Slave Mode (Switch OUT) 
In Slave mode the 1073OPX receives its clock source from the ADAT IN port. 
This is useful for Audio Interfaces that only have internal clock selection and 
ADAT input and output ports.  

Sample Rate ADAT OUT 1 (RH) ADAT OUT 2 (LH) ADAT IN  

44.1/48 kHz  Channels 1-8 Channels 1-8  DMON L&R  

88.2/96 kHz  Channels 1-4  Channels 5-8  DMON L&R 
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Dante Networked Audio Mode                                                                                                                                      1 

This mode enables the 1073OPX to function as a Dante networked audio 

device which can be accessed by the connected Dante network when the 

USB/DANTE digital card is installed.  

The ETHERNET AUDIO DANTE PRI or ETHERNET AUDIO DANTE SEC must be 

connected via a CAT5e or CAT6 cable to the Dante network to use the 

1073OPX as a Dante enabled audio device.  

Once the connection is made and a valid Dante network is detected, the 

DANTE light will illuminate red to indicate a valid connection. If both a Dante 

and USB connection are made at the same time, the DANTE button must be 

pressed to select the connected Dante network as the digital interface I/O. 

The DANTE button will light Red when Dante digital I/O is selected. 

In this mode, the 1073OPX is operating as an AD/DA audio interface, 

converting analogue signals to and from the digital Dante network . The 

Dante connection provides 8 mono digital inputs into the Dante network 

from the 1073OPX preamplifier outputs. The Dante option also has a stereo 

ŘƛƎƛǘŀƭ ƳƻƴƛǘƻǊ ǊŜǘǳǊƴ ƻǳǘǇǳǘ ŦǊƻƳ ȅƻǳǊ 5!² ƛƴǘƻ ǘƘŜ ǳƴƛǘΩǎ DMON digital 

monitor path. The DMON path can be used to feed your studio 

loudspeakers or headphones. The unit sample rate is displayed with 6 

yellow LEDS for 44.1, 48, 88.2, 96, 176.4, and 192kHz, sample rates can only 

be set from in the Audinate software application - Dante Controller.  

Dante IP Addressing                                                                                                  1 

Dante addresses are set dynamically meaning that typically, the Dante 

network assigns IP addresses to each unit. If a DHCP server is not found by 

the Dante device, the device will assign itself an APIPA address that will be 

in the range of 169.254.0.1 through 169.254.255.254. Manual IP addresses 

can be assigned in the Device view of Dante Controller.  

  

   

 

 

 

 

 

 

 

 

 

For more information on Dante IP address assignment please visit 

www.audinate.com 
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1073OPX and Dante Controller                                                                                                                                      1 

The Dante controller software allows users to route any of the 1073OPX 

audio paths to any available network audio device via the simple routing 

matrix on the main screen.  

 

 

 

 

 

 

 

 

 

 

 

This window uses a matrix with horizontal and vertical tabs to connect units 

together, active connections are called subscriptions. 

The horizontal tab shows transmitters, these are digital outputs from your 

unit, The 1073OPX  has 8 available transmitters, one for each preamp 

output.  

The vertical tab shows receivers, these are digital inputs into your unit, the 

1073OPX has 2 available receivers DMON Left and DMON Right.   

Making Connections                                                                                      1                                                       

Connections (subscriptions) are made by clicking the matrix boxes and are 

active when a green tick  (subscribed) appears in the connection box. 

Audio to and from the 1073OPX will now pass through to its routed location. 

 (In Progress) indicates a subscription in progress.  

An   (Error) symbol indicates a failed connection. This could be for a 

number of reasons. See Troubleshooting page.  

 (Warning) Indicates an unresolved subscription. Typically, because the 

transmitting device is not visible on the network (or because the 

transmitting device is switched off or removed from the network). 

 (Pending) Indicates that the device is part-way through setting up a 

subscription.  

 

 


